GENERAL NOTES

PLAN DIMENSIONS AND DETAILS RELATIVE TO EXISTING ROADWAY OR
STRUCTURE HAVE BEEN TAKEN FROM EXISTING PLANS AND ARE SUBJECT
TO NOMINAL CONSTRUCTION VARIATIONS. IT SHALL BE THE CONTRACTOR'S
RESPONSIBILITY TO VERIFY SUCH DIMENSIONS AND DETAILS IN THE FIELD
AND TO MAKE NECESSARY APPROVED ADJUSTMENTS PRIOR TO
CONSTRUCTION OR ORDERING OF MATERIALS. SUCH VARIATIONS SHALL
NOT BE CAUSE FOR ADDITIONAL COMPENSATION FOR A CHANGE IN THE
SCOPE OF THE WORK, HOWEVER, THE CONTRACTOR WILL BE PAID FOR

THE QUANTITY ACTUALLY FURNISHED AT THE UNIT BID FOR THE WORK.

FOR STABILIZATION, ALL TYPE III BARRICADES SHALL REQUIRE A MINIMUM
OF FOUR SAND BAGS PER BARRICADE. ’

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING UTILITY
PROPERTY FROM CONSTRUCTION OPERATIONS AS OUTLINED IN ARTICLE 107.31

OF THE STANDARD SPECIFICATIONS. THE “JULIE" NUMBER IS 1-800-892-0123.

A MINIMUM OF FORTY-EIGHT (48) HOURS ADVANCE NOTICE IS REQUIRED.

EXISTING REINFORCEMENT BARS EXTENDING INTO REMOVAL AREA SHALL BE
CLEANED, STRAIGHTENED AND INCORPORATED INTO THE NEW CONSTRUCTION.
ANY REINFORCEMENT BARS THAT ARE DAMAGED DURING CONCRETE REMOVAL
SHALL BE REPLACED WITH AN APPROVED BAR SPLICER OR ANCHORAGE
SYSTEM. COST INCLUDED WITH CONCRETE REMOVAL.

ABANDONED UNDERGROUND UTILITIES THAT CONFLICT WITH
CONSTRUCTION SHALL BE DISPOSED OF OUTSIDE THE LIMITS OF THE
RIGHT OF WAY ACCORDING TO ARTICLE 202,03 OF THE STANDARD
SPECIFICATIONS AND AS DIRECTED BY THE ENGINEER. THIS WORK WILL
NOT BE PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN THE COST OF
CLASS A PATCHING.

THE THICKNESS OF BITUMINOUS MIXTURES SHOWN ON THE PLANS IS THE
NOMINAL THICKNESS. DEVIATIONS FROM THE NOMINAL THICKNESS WILL
BE PERMITTED WHEN SUCH DEVIATIONS OCCUR DUE TO IRREGULARITIES
IN THE EXISTING SURFACE OR BASE ON WHICH THE BITUMINOUS MIXTURE
IS PLACED.

ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE
INTERPRETED TO MEAN THE EDITION AS INDICATED BY THE SUBNUMBER
LISTED ON THE INDEX OF SHEETS OR THE COPY OF THE STANDARD
INCLUDED IN THESE PLANS.

THE EXISTING SHOULDERS ARE LOW. IN THE EVENT THAT CONSTRUCTION
OPERATIONS RESULT IN A DROP OFF GREATER THAN 3" BETWEEN THE
EDGE OF PAVEMENT OR EDGE OF SHOULDER WITHIN 3 OF THE EDGE OF
PAVEMENT AND THE EARTH OR AGGREGATE SHOULDERS, THEN THE DROP
OFF SHALL BE PROTECTED ACCORDING TO ARTICLE T0L.04(B)X1) OF THE
STANDARD SPECIFICATIONS. THIS WORK WILL BE CONSIDERED AS
INCLUDED IN THE CONTRACT UNIT PRICES FOR TRAFFIC CONTROL.

DATE:

v/

PREPARED BY:

A s L

%zwm’& DISTRICT STUDIES & PLANS ENGINEER

EXAMINED BY: He e £ K. sz,, o8

DISTRICT CONSTRUCTION ENGINEER

é/.w& L IR, e

DISTRICT M ERIALS ENGINEER

/;;,,, AL

DISTRICT OPERATIONS ENGINEER

oi\pw_work\pwidot\woodshankr1\dB143171\DFE6A38-de tails.dgn DRAWN - RON WOODSHANK REVISED - . e

USER NAME = woodshankel DESIGNED -~  RON WOODSHANK REVISED - o mmeeen

PLOT SCALE = 100.0000 * / IN. CHECKED -~ __. . REVISED - . e
PLOT DATE = Mar 31,2010 - @6:38:21 AM DATE R, REVISED - ___ __________

STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

GENERAL NOTES

F.A.L TOTAL | SHEET
RTE. SECTION COUNTY  [uEETS| ~NO.

57 D3 PATCHING 2011-5 % 1] 2

CONTRACT NO, 66A38

SCALE: ____.___. [ SHEET NO. 1 OF 1 SHEETS | STA, __________ TO STA, ________

[1LLINoIS] %% FORD & IROQUOIS




